e Operating Instructions
@\E/X Models 46501 and 465010

PIPE TOOLS Hydrostatic Test Pumps

Pressure R:elief Valve

Isolation Valve

Gauge

High Pressure Hose Connection
Water Inlet Connection

Strainer

Safety Valve

Pump Qil Reservoir

— I @@ mm 9o O @ >

Gear Reduction




REX
v
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Operating Instructions
Models 46501 and 465010
Hydrostatic Test Pumps

Specifications

46501

DIMENSIONS:

28" (70cm) L x 24" (60cm) W x 35" (87.5cm) H

WEIGHT:

136 Ibs. 62 kg

PUMP:

Triple Diaphragm: Positive Displacement

Ports: 1" inlet ; 34" NPT outlet

Capacity: 10gpm, 38Ipm

Pressure: 0-500psi

Operating Speed: 550rpm

Lubrication: Pump 30W Non-detergent QOil
Gear 80/90W Gear Qil

Shaft Size: 1”

ENGINE:

6.5hp Briggs & Stratton Intek Pro, 4 cycle, gasoline

CONTROL:

0 — 500psi adjustable pressure relief valve

GAUGE:

Glycerin filled, 0 — 600psi, 0-42kg

DISCHARGE HOSE:

34" x 10" (3m) 1000psi rated

INLET HOSE:

34" x 10" (3m) with strainer

465010

DIMENSIONS:

28" (70cm) L x 24” (60cm) W x 35” (87.5cm) H

WEIGHT:

136 Ibs. packed, 62 kg

PUMP:

Triple Diaphragm: Positive Displacement

Ports: 1" inlet ; 34" NPT outlet

Capacity: 10gpm, 38lpm

Pressure: 0-500psi

Operating Speed: 550rpm

Lubrication: Pump 30W Non-detergent Oil
Gear 80/90W Gear QOil

Shaft Size: 1"

ENGINE:

Honda 5.5hp, 4 cycle, gasoline

CONTROL:

0 — 500psi adjustable pressure relief

GAUGE:

Glycerin filled, 0 — 600psi, 0-42kg

DISCHARGE HOSE:

34" x 10’ (3m) 1000psi rated

INLET HOSE:

34" x 10" (3m) with strainer
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Operating Instructions

REX Models 46501 and 465010

V., Hydrostatic Test Pumps

PIPE TOOLS

Gravity Feed: (Preferred Method)

This method requires a tank with a water outlet at the bottom. The water tank’s outlet should
be level with or above the level of the water inlet connection on the pump. This allows water
to flow naturally into the test pump. Connecting a pressure fed water line is harmful to the
diaphragms in the pump.

i
2. Connect water supply hose to the garden hose inlet connection (E) on the pump.
3. Open valve and turn water supply on.

4.

5. Connect output (pressure) hose connection (D) between pump and water line (or

Fill the water line (or test vessel) to be tested prior to pump connection.

Purge the pump and pressure hose of all air.

vessel) being tested.

. Turn pump on.
. Purge water line (or vessel) of all air at the highest point of the system.
. Bring water line (or vessel) to pressure. Watch the gauge (C) while pumping. When

the desired pressure is achieved, turn the isolation valve (B) to the “off” position. The
engine can now be turned off. If pressure drops, there is a leak in the line.

Siphon Method

Use a clean water source

Fill the water line to be tested.

Fill the intake hose with water, then quickly place the hose into a bucket and turn pump
on. (Unit is self-priming once primed). Continue to run pump until you see the water
coming out of the outlet hose, with little or no air mixed with it.

Connect the output hose to the water line. Continue on with steps 6 through 8 in
Gravity Feed Method.
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V. Hydrostatic Test Pumps
PIPE TOOLS

Pre-Setting Your Pump

Your pump can be pre-set to a specific pressure easily by adjusting the pressure relief valve.
1. Unscrew (counterclockwise direction) pressure relief valve knob (A) until it stops.
Your pump will now be at 0 (zero) psi.

. Add a ball valve (not supplied with pump) to the end of the high pressure hose.

. Follow steps 2 through 4 from the ‘Gravity Feed Method'.

. As water is flowing out of the high pressure hose, turn the ball valve to the off
position.

. Slowly start turning pressure relief valve knob (A) in the clockwise direction by %
turn increments, until you reach the desired pressure. When the knob is turned in all
the way, the maximum pressure is achieved (500psi).

. Your test pump is now pre-set. This eliminates over-pressurizing the water line (or
the vessel).
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V. Hydrostatic Test Pumps
PIPE TOOLS

Troubleshooting Your Pump

Test pressure not being reached:
« Possible air in line (or vessel)

o Air needs to be purged from system.

o Remove pump from system and follow steps 1 through 6 of the
“Pre-setting Your Pump” section.

o If using the Siphon Method and not getting pressure, try the
“Gravity Feed Method’ to ensure water is getting into the pump.

o Check strainer (F) O-Ring for cracks.

QOil Reservoir is milky in color
0 Diaphragm is cracked, causing water to mix with oil. Diaphragm
needs replaced.
« Pressure relief valve not adjusted properly.
o Turn relief valve counterclockwise and watch gauge (C) for change
in pressure.

Pump Maintenance

Pump 50/50 antifreeze/water solution through pump after each use to
avoid freezing and to lubricate pump.

Check strainer (F) O-Ring for cracks prior to each use.

Check and change engine oil per manufacturers specifications.

Gear reduction Gear Lube. Check and change per manufacturers
specifications.

Pump repair kit (Wheeler Rex PN 36345)

Suction Hose (Wheeler Rex PN 34550)

Pump Oil Reservoir - Check and change per manufacturers specs.
Use Wheeler #276865 Udor Lube - 1 quart container

Safety Valve
Safety valve is designed to “pop off” or bleed off any extra pressure.

CAUTION 1!
This pump is designed for water only!!

The pump is equipped with an adjustable pressure relief valve (A), which helps protect the system from being
over pressurized. It can be preset by plugging the end of the hose. Turn the adjusting knob clockwise to
increase pressure and counterclockwise to decrease.
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Part No

Description

—_

700136

PUMP CART

275684

6.5 HP BRIGGS & STRATTON ENGINE

276908

KAPPA 43 TRIPLE DIAPHRAM PUMP

700896

MANIFOLD ASSEMBLY

276116

3/4 MP x 3/4 MH 90 DEG HOSE BARB

275927

3/4" BALL VALVE

36359

0-600 PSI GAUGE

275644

3/4" TEE

O |0 | N ok~ WwWN

275932

STRAINER, HYPRO 3350-0040P

-
o

276102

3/4" BRASS CLOSE NIPPLE

—
=N

276100

PH QD FEM HLF BST-6M

—_
N

276103

1" x 3/4" HEX REDUCER BUSHING

—_
w

275950

SAFETY VALVE, CAT 30960

—
o

276108

3/4" x 1/4" BRASS REDUCER BUSHING

N
(631

275874

3/4" FH x 3/4" FP ADAPTER

=Y
(o))

275941

HOSE WASHER

—
~

276099

3/4" HOSE QUICK DISCONNECT

=
o

276109

M6 x 60MM HEX HEAD CAP SCREW

—_
[(e)

276105

HOSE CLAMP, 1 1/8" OD RC HC-18S

N
o

701126

BY-PASS HOSE

N
—

220874

NAME PLATE

N
N

275638

5/16 x 1 1/2" HEX HEAD CAP SCREW

N
w

275685

5/16" FLAT WASHER

N
~

275857

5/16-18 HEX NYLON INSERT LOCKNUTS

N
()]

275543

POP RIVET, STAR 4-2AAD

N
()]

34550

INTAKE HOSE

N
~l

276111

HOSE ASSEMBLY, 1000 PSI

N
[e5]

221065

O-RING
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=Ex Authorized Service Cenfers

PIPE TOOLS

Alabama

Beerman Precision, Inc.
1140 Fifth Avenue North
Birmingham, AL 35203
Tel: 504-207-6000

Fax: 504-207-6044

Arizona

Boerner Company

2435 E. Indian School Road
Phoenix, AZ 85016

Tel: 602-957-9710

Fax: 602-957-9754

Western Tool, Inc.
702 South Campbell
Tucson, AZ 85719
Tel: 520-884-0504
Fax: 520-623-9341

Arkansas

Clark Hydraulic Service, Inc.
2901 Confederate Boulevard
Little Rock, AR 72206

Tel: 501-375-1252

Fax: 501-375-0706

California
Megawestern Sales, Inc.
6861 Walker Street
LaPalma, CA 90623

Tel: 310-323-7900

Fax: 310-323-9421

Canada

Big Boys Repair & Restoration
1654 St. Matthews Avenue
Winnipeg, MB

R3H 0X6 Canada

Tel: 204-414-8974

Fax: 204-414-8975

Instrument Sales & Service
2185 Hampton

Montreal, QC H4A 2K5

Tel: 514-481-8111

Fax: 514-481-8111

Leger Palans et Outillages, Inc.
79985 17 eme Avenue

Montreal, Quebec H1Z 3R2

Tel: 514-376-3050

Fax: 514-376-0657

Fred Surridge, Ltd
11871 Machrina Way
Richmond, BC V7A 4V3
Tel: 604-271-4343

Fax: 604-271-9411

Connecticut

Dependable Hydraulic Services
2110 Foxon Road, Route 80
North Branford, CT 06471

Tel: 203-481-9706

Fax: 203-481-4343

Florida

Heartland Supply, Inc.
5980 Highway 17 South
Bartow, FL 33830

Tel: 863-533-0946
Fax: 863-533-8304

Broward Hydraulic Jack Service
3907 SW 12th Court

Fort Lauderdale, FL 33312

Tel: 954-583-2504

Fax: 954-583-3265

lllinois

Recco Tool and Supply
8805 Joliet Road
McCook, IL 60525

Tel: 708-442-7850

Fax: 708-442-7871

MFC

698 US Highway 150 East
Galesburg, IL 61401

Tel: 309-342-6171

Fax: 309-342-6946

MFC

817 NE Adams Street
Peoria, IL 61603
Tel: 309-674-6462
Fax: 309-674-6471

Indiana

ABC Specialty Company
1075 Kenwood Avenue
Fort Wayne, IN 46805
Tel: 260-483-8913

Fax: 260-483-8913

Louisiana

The Tool Shed

1856 Woodale Court
Baton Rouge, LA 70806
Tel: 225-926-6500
Fax: 225-924-7700

Beerman Precision, Inc.
4845 Bloomfield Street
Jefferson, LA 70121

Tel: 504-207-6000

Fax: 504-207-6044

Beerman Precision, Inc.
4206 Howard Avenue
New Orleans, LA 70125
Tel: 504-207-6000

Fax: 504-207-6044

Tool Town, LLC

704 North 7th Street
West Monroe, LA 71291
Tel: 318-329-2929
Fax: 318-329-2988

Maryland
Hydratec

1902 Benhill Avenue
Baltimore, MD 21226
Tel: 410-355-1441
Fax: 410-355-5302

Massachusetts
Panda Electrical Service
165 Main Street

Everett, MA 02149

Tel: 617-389-1442

Fax: 617-389-6823

Michigan

H & P Technologies
21251 Ryan Road
Warren, Ml 48091
Tel: 586-758-0100
Fax: 586-758-0589

Minnesota

MFC

305 Bridgewater Drive, Suite 400
South St. Paul, MN 55075

Tel: 651-645-7522

Fax: 651-645-8259

Mississippi

Beerman Precision, Inc.
10031 Lorraine Road
Gulfport, MS 39503

Tel: 504-207-6000

Fax: 504-207-6044

Dixie Hydraulic Service, Inc.
1640 South Gallatin Street
Jackson, MS 39204

Tel: 601-948-5103

Fax: 604-948-2409

Missouri

Cisco

1807 Macon

North Kansas City, MO 64116
Tel: 816-421-0076

Fax: 816-421-3911

Arrow Hydraulic Company
5231 Manchester Avenue
St. Louis, MO 63110

Tel: 314-371-3035

Fax: 314-371-2328

New Jersey

Metro Hydraulic Jack Company
1271 McCarter Highway

Newark, NJ 07104

Tel: 973-350-0111

Fax: 973-350-0112

CMI / Hydrair

615 Union Avenue
Union Beach, NJ 07735
Tel: 732-739-1961

Fax: 732-888-1857

New York
Dependable Hydraulic
18 Ranick Drive West
Amityville, NY 11701
Tel: 631-842-0700
Fax: 631-842-0717

Mohawk Ltd.

One Newell Lane
Chadwicks, NY 13319
Tel: 315-737-7328
Fax: 315-737-7347

J & A Repair Shop
6206 - 20th Avenue
Brooklyn, NY 11204
Tel: 718-232-5746
Fax: 718-259-1083
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Buffalo Hydraulic Jack Service
488 Walden Avenue

Buffalo, NY 14211

Tel: 716-893-6510

Fax: 716-893-6511

A & T Power Tools & Equipment
515 East Jericho Turnpike
Huntington Station, NY 11746

Tel: 516-271-2141

Fax: 516-271-2148

R.P. Rentals and Sales
1855 Stanhope Street
Ridgewood, NY 11385
Tel: 718-456-7397

Fax: 718-456-6900

Ace Hydraulic Service, Inc.
6720 VIP Parkway
Syracuse, NY 13211

Tel: 315-454-8989

Fax: 315-455-9522

North Carolina
HEPSCO

803 Pressley Road, Suite 101
Charlotte, NC 28217

Tel: 704-374-1306

Fax: 704-374-0029

Ohio

Eureka Tool & Hydraulic Service
1120 Straight Street

Cincinnati, OH 45214

Tel: 513-542-4800

Fax: 513-542-6715

Waltz-Dettmer Supply
4811 Winton Road
Cincinnati, OH 45232
Tel: 513-681-6300
Fax: 513-681-0935

Samsel Supply Company
1285 Old River Road
Cleveland, OH 44113

Tel: 800-887-6446

Fax: 216-298-6905

Ohio Hydraulic Jack Service
24 North Grubb Street
Columbus, PJ 43215

Tel: 800-828-0049

Fax: 614-221-6246

Ohio Hydraulic Service
7733 Lydia Drive

Lewis Center, OH 43035
Tel: 800-828-0049

Fax: 614-221-6246

Oklahoma

Mac’s Hydraulic Jack Service
5150 South 100th East Avenue
Tulsa, OK 74146

Tel: 918-627-5505

Fax: 918-627-8808

Oregon

Karn Repair Service

1800 NW 169th Place, Suite D300
Beaverton, OR 97006

Tel: 503-690-9500

Fax: 503-690-9515

Pennsylvania

Mac’s Hydraulic Jack Service
121 Putnam Street

Pittsburgh, PA 15206

Tel: 412-361-1555

Fax: 412-361-2855

Tennessee

Mid South Hydraulic & Equipment Repair
297 South Somerville

Memphis, TN 38104

Tel: 901-526-3114

Fax: 901-529-1557

Texas

Big D Supply

2535 Irving Boulevard
Dallas, TX 75207
Tel: 214-631-3731
Fax: 214-631-3736

Hydraulic Service & Supply
100 Howell Street

Dalllas, TX 75207

Tel: 214-748-6015

Fax: 214-748-7340

Hydraulic Equipment Service
1021 North San Jacinto
Houston, TX 77022

Tel: 713-228-9601

Fax: 713-228-0931

J & T Tool Company
2317 Inker Street
Houston, X 77007
Tel: 713-880-8013
Fax: 713-880-5702

Hydraulic Equipment Service
328 Buddy Holly Avenue
Lubbock, TX 79401

Tel: 806-763-7621

Fax: 806-763-4209

Mueller Hydraulic Service
515 North Hackberry

San Antonio, TX 78202
Tel: 210-224-5271

Fax: 210-224-5250

Utah

Gustin Hydraulics

151 West Commonwealth Avenue
Salt Lake City, UT 84115

Tel: 801-487-0624

Fax: 801-466-4871

Virginia

D & S Repair Service, Inc.
20 South Dove Street
Alexandria, VA 22314

Tel: 703-683-0009

Fax: 703-683-6719

Moore’s Jack & Equipment Service
2403 North Lombardy Street
Richmond, VA 23220

Tel: 804-321-6623

Fax: 804-321-8559

Washington

Universal Repair Shop, Inc.
1611 Boylston Avenue
Seattle, WA 98122

Tel: 206-322-2726

Fax: 206-322-2122

Wisconsin

Pagel Hydraulic Service, Inc.
2122 West Burnham Street
Milwaukee, WI 53204

Tel: 414-383-6755

Fax: 414-383-7544

3744 Jefferson Road e Ashtabula, Ohio 44004 e Tel: 800-321-7950 ¢ Fax: 440-992-2925 e

wheeler@wheelerrex.com e www.wheelerrex.com
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